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TRAJECTORY OPTIMIZATION BY A DIRECT DESCENT PROCESS
by

L. E. Fogarty*
R.M. Howe*

Abstract

The problem considered is that of trajectory optimization using step-by-
step descent to minimum cost along the direction of the cost gradient with
respect to the control. Using a hybrid computer, the gradient is computed
directly as the response to nearly impulsive control perturbations. A method
is presented for computing the gradient when several terminal constraints
are enforced. Examples of application of the method are presented. 1t is
concluded that the direct gradient computation method has some significant

| advantages over other methods.
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INTRODUCTION

Computer methods of solution of variational problems are of considerable
interest because only the simplest idealized problems can be treated analy-
tically. The variational problem of space vehicle trajectory optimization has
received much attention because of the relatively large increase of pay load

in orbit due to even a small percentage decrease of fuel required.

A practical computer procedure for trajectory optimization is iterative
in nature, giving a step-by-step approach to the optimal control program.
The steps are taken in the direction of steepest descent, along the function-
space gradient of the cost with respect to the control. Determination of the
gradient is the major camputer problem; if this can be accomplished rapidly

and economically a practically optimal control usually can be found easily.

The difficulty of computing the descent direction increases greatly when
the control is restricted by the requirement that the trajectory must satisfy
a set of terminal conditions or constraints. Imposition of terminal constraints
changes the steepest descent direction from that of the cost gradient to the
direction determined by an appropriate linear combination of the cost gradient
and the gradients of all of the constraints with respect to the control. Thus
the cost gradient and each of the constraint gradients must be computed and,
in addition, auxiliary computation must be performed to determine the coef-

ficient multipliers of the constraint gradients.

The function space gradients of the cost and the terminal gonstraints with
respect to the control also may be regarded as the responses at the terminal
time to unit impulsive changes of the control, applied at earlier times. High
speed iterative analog and hybrid computation methods which have recently
becpme available permit one to introduce directly an approximately-
impulsive change of control and determine the resulting change of the cost

and any other terminal guantities, all simultaneously. This paper is concerned



with that very direct, simple method of determining the cost and constraint
gradients, and with methods of using the resulting information to obtain an

optimal control program.

STATEMENT OF THE PROBLEM

We are concerned with variation problems of the Mayer type:

a) The cost, J, to be minimized by selecting the best control or driving
function, a(t), depends only on the terminal values of the state

variables, x.t and the terminal time, t

i t=1:F F
J:J(XiF’tF) i=1....n (1)
where
X = Xi(t) - (2)
F

b) The state variables must satisfy the equations of motion, which

usually are non-linear.

. <
X, fi(xl,xz,....xn,a,t) 0 <t < tF

x,(0) = %, 3)
i=1...n

¢c) There may be a number of terminal constraints which must be

satisfied:

qbk(xiF,tF) =0 k=1...m <n (4)

A simple example of the type of problem considered is the celebrated

"hrachistochrone' problem which may be formulated as follows:



Determine the shape of a wire down which a bead will slide, without
friction, from the origin to X, yc in least time. The path shape is specified

by the path angle from the horizontal as a function of time, « (t).

X
y
XcaYe
t= tF
Figure 1. Brachistochrone Problem.
In this case the equations of motion are:
X, =v=gsina-= fl(xl,xz,x3,a)
X, =X =X cOs @ =f2(x1,xz,x3,a) (5)

;=7 =% sin a = f3(x1,x2,x3,a)

The angle of the wire to the horizontal is the control or driving function, a (t).

The terminal constraints are:



o (6)
®y = Yp =Y =
The cost, which is to be minimized, is just the terminal time;

I tp) =t (7)

Problems of the Mayer type have been treated extensively, using

1)

gradient methods by Kelley'"’, Bryson, Carroll, Mikami, and Denham(z)

(3)

M

Wingrove and Raby' ’, and others. These investigators have used two entirely
different methods to determine the function space gradient of the cost with
respect to the control. Kelley, Bryson, et al., have used indirect adjoint
equation methods whereas Wingrove and Raby measured the gradient directly

as the response to an "impulsive' change of control.

The object of the present investigation is to develop the direct gradient
method, using procedures related to those of Wingrove and Raby. In parti-
cular, we wish to show how the impulse response procedure may be im-
plemented on a high-speed iterative differential analyzer to obtain a great
amount of information about the effect of the control variable on the cost
and the constraints. This information is readily usable to determine a

practical optimum trajectory.

The general gradient computation procedure used here ipn minimizing

the performance indeX, J, consists of the following steps:

a) Determine, by any means, an initial or nominal program of the
driving function, @ (t), which satisfies the terminal constraints but

does not necessarily minimize the cost, J.

b) Solve the equations of motion using « (t) and determine the cost of

using this program, JO.



o

Add an approxjmately impulsive change, Ko i to @ so that

a=a + Kbai. Here Gai means an approximation of 6(t - ti)’ the
delta function or unit impulse. That is, Gai is an approximately
impulsive unit change of a located "at"'t = t-i' For this investiga-

tion we used a triangular shaped "impulse', Gai’ shown in Fig. 2.

ai

PEAK-10°) .
10°} |~ SLOPE-I0 max

|

Itg t —
Figure 2. '"Impulsive' Control Perturbation.
Measure the change of J due to Kﬁai and plot against the location of
the impulse, t;. The cost response 0J, to Kéai, is approximately
proportional to the impulse response, or weighting function, of the
cost with respect to @ which we will call Wi . W:Tl may be viewed
as the function space gradient of the cost with respect to the control

or driving function.

Simultaneously with (d), measure and plot the impulse responses
of any terminal constraints, ¢, - Call these Wi)k k=1...m).
Note that W‘; and all Wc(fk can be determined simultaneously on a

single computer run.

With the gradient of the cost, and that of each of the terminal con-
straints known, several different "steepest descent! procedures
can be used to change the control, a(t), so that the new cost will be
less than the old and the terminal constraints still will be satisfied.
The procedure selected is repeated until no further improvement of
J is obtained, indicating that J is stationary and should be checked

to see if a minimum has been reached.

Some of these procedures are discussed in detail in the examples presented.



Since it was desired to accomplish steps (b), (c), and (d) many times °
each second (20/ sec to 60/ sec) most operations were accomplished auto-
matically, by means of the control features of the iterative differential

analyzer.

ITERATIVE DIFFERENTIAL ANALYZER

The iterative differential analyzer used was a small (48 amplifier) analog
computer with 12 integrators, each with individually controllable mode
switching, and a small complement of parallel, patchable, asynchronous
logic elements. See Fig. 3. Two problem patch-boards are used, one for the
analog signals, one for logic signals. The equations to be solved are patched
on the analog board, the control scheme is patched on the logic board. All’
control is by means of logic signals: logic "0" (- 6v) and logic "1' (0 volts).
All communication between the analog and logic elements is by means of logic

level signals.

The logic complement consists of 18 "OR" gates, 14 flip-flops, 4 variable
pulsers (one-shot multi-vibrators) and one 4-cell shift register. The output
of each logic element and the complement of the output are terminated on the
- logic board, so that "OR', "AND", "NOR'" and "NAND" operations can be
performed. Logic level signals operate the integrator mode controls and 4
free high-speed switches, prdviding analog operations under control of the

logic elements.

Communication from the analog board to the logic board is by means of
logic signal outputs from four comparators. Comparator inputs are on the
analog board, the outpul is on the logic board. When the sum of the input
voltages to a comparator is greater than zero, the output on the logic board
ig logic 0", otherwise it is logic ""1"". A small amount of hysterisis is

provided for noise suppression.
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Figure 3.

Iterative Differential Analyzer.




THE ITERATIVE CONTROL SCHEME

The control scheme used in determining the impulse responses applies
to the general problem and is shown in the block diagram, Fig. 4. The
equations of motion, cost computation, and terminal constraint computation
are peculiar to a given problem and are discussed in the examples. The
method of using the gradient information in the steepest descent procedure
as well as the method of handling terminal constraints also are discussed

separately.

There are three periods during one computation cycle; we will call them
"C'", "T", and "R". The ""C" (compute) period runs from the start of solu-
tion of the equations of motion until a stopping condition is reached att =t__.

F

The "T" (track) period runs from t = t_, until sufficient time for memory units,

(track and hold amplifiers here), to hase accepted the values to be held. At
the end of the "T" period, the track and hold units are placed in the "Hold"
mode and then the trajectory integrators are placed in the "Reset' or "IC"
mode. The "R" (reset) period lasts sufficient time for the integrators to
accept the initial conditions, for the impulse Kéai to be advanced to a new
location, ti+1’ and for any other parameter changes to be made, after which
a new ""C" period starts. The three periods, "C'", "T", "R'" are determined
. by a three period ''‘clock’, shown in Fig. 5. The end of the "C" period is
determined by the occurrence of a stopping event: either t = tF, if t_ is

F

fixed, or ®,(x tF) = 0. When the stopping event occurs, a pulser, Pl’ is

0" F’
triggered causing the output of P1 to be logic one for a preset time period
which is the "T'" period. When P1 output drops to logic zero at the end of

the ""T'" period, P2 is triggered to start the "R" period and when P2 output



GENERATE TIME
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. IMPULSE Et CONSTRAINT ERRORS, | SIGNAL @¢o=0 |
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Figure 4. Rlock Diagram of Impulse Response Computation.



01

Figure 5. Timing Signal Generator.
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'drops to zero the next ""C" period starts. (As shown in Fig. 5 a short delay

between the end of the '"T'"" period and start of the '"Reset'' period is generated

by pulser P, to ensure that the track and hold amplifiers are holding before

the 1ntegrat:c3)r "Reset'" mode is started.) The control signals are obtained

by combining suitably the '"C", "T", "R" signals from the clock. In addition,
masgter control signals are introduced to start the computation, to interrupt

it during a sequence of iferations, and to initialize all elements in preparation

fpr a new run.

The impulsive change of control, Gai’ is generated by the simple dipde
circuit shown in Fig. 6. The time location of the impulse, ti’ 1s controlled

by the voltage, E ., the putput of an integrator with a small constant input.

ti’
During the "R'" period while the equations of motion are being initialized, the

Eti integrator is in the "Operate' mode, it is in the "Hold" maode at all other

times during a run. Thus the Eti voltage is increased by a small constant

amount before each computation step, automatically advancing the impulse

location, ti’ in small equal increments from 0 to t_, during a complete run.

F

EXAMPLE 1: BRACHISTOCHRONE PROBLEM

As a first demonstration of the direct gradient measurement method,
consider the brachistochrone problem mentioned earlier, but with a single
terminal constraint, XF = 1. That is, determine the shape of the wire down
which a bead will slide without friction, from the origin to a wall located at

x = 1, in least time.

11
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Figure 6. Diode Circuit for Generating Control Perturbation, K(Sai.
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(#0 = XF‘XC =0

Figure 7. Brachistochrone Example.

The control or driving function, «(t), is the angle of the wire to the hori-

zontal, the cost is the terminal time itself, J = tF and there is one terminal

constraint, r/)o = (xF -1)=0.

When the terminal time is included in the cost and is therefore variable,
as in this case, some condition or event other thant = tF must be used to
stop the computation. In this case, the obvious choice is the ogcurrence of
X=X, Thus the voltage X, =X is used as the input to the stopping-condi-
tion comparator in Figs. 4 or 5. The logic signal output of the comparator
terminates the ""C" period and starts the "T''" period. An integrator with a
constant input gives a voltage proportional to time, Et’ this voltage at
t = tF’ (i.e., when x = Xc)’ is the input to the "Sample Cost" block in Fig. 4
(a track and hold amplifier). For this simple case, the only terminal con-
straint is used as a stopping condition, and every solution therefore satisfies

the constraint. It therefore is unnecessary to measure any constraint
gradients, Wi)k.

13



We chose as a first nominal trajectory a = const. = 45° and measured

the gradient of the terminal time, Wg, about a = 45°. Figure 8 shows the plot

—O—0

O RECORDED PQINTS

— ANALYTICAL SOLUTION, K(t-tg)
NOMINAL TRAJECTORY, a=45°

Figure 8. Response of Terminal Time, Brachistochrone,
One Terminal Constraint Used as Stopping Condition.

taken directly from the x - y recorder, of W&T vs. ti’ where it will be recalled
that ti is the time of application of the control impulse, Kéai. All of the points
shown were computed and plotted in about 20 seconds —the speed limitation
was the x - y plottér. The gradient in this simple case can be determined
analytically to be proportional to time, which checks within the accuracy of

the plotter.

The usual steepest descent procedure is to generate a new control

program, al(t), with

al=a+6a=5-xw§ (8)

The constant, K, is selected to produce a desired achievable amount of im-

provement of J.

14



In this case, since Wg is linear in time, '&1 =a - bt and the constants

a and b were simply adjusted by hand until t_, appeared to be minimized.

(Note that this is just the first steps of the RF:;.yleign—Ritz procedure, with the
assumption that @ (t) can be expanded in a power series.) Because of the high
iteracion rate, the apparent minimum was reached in only a few trial settings
of a and b. Figure 9 shows the final control program, with maximum posi-
tive and negative control perturbations superimposed. Figure 10 shows the
trajectory resulting from the best settings of a and b, and also shows the

affect on the trajectory of the maximum control perturbations that were used.

m/2

al(t)

Figure 9. Optimum Driving Function Program, Brachistochrone,
with Maximum Positive and Negative "Impulsive' Change.

15
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Figure 10. Brachistochrone, Showing Effect of Maximum °
Positive and Negative Impulses in a.
Because it was known that the control program achieved above was near

the desired optimal program, it was tested for optimality as follows: at a
n}lmber of times, ti’ the impulse response, 6J was plotted against the size
(area) of the impulse. That is, instead of using a fixed impulse size, Kéai
(where K is fixed) and advancing the location of Oai at each iteration, the
location, ti’ was fixed {or a series of iterations, with each iteration cor-
responding to a different impulse area, K. At each ti’ the value of 8J was
plotted against the area of the impulse, resulting in a plot fram which the
second variation could be determined. Figure 11 shows the results of this

procedure. It is seen that the gradient does indeed vanish, within the accuracy of

16
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Figure 11. Plots of 6J vs. I, for Various t,. a Optimal.
Brachistochrone Problem.
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measurement, indicating that the best control has been achieved. The final
trajectory was compared with the known analytical solution (a cycloid) and

was found to agree within a few percent.

TERMINAL CONSTRAINTS

When there are no terminal constraints, or if the only constraint is used
as a stopping condition as in the previous example, the descent to the mini-
mum cost normally proceeds step-by-step in proportion to the measured
gradient, since this is the direction of steepest descent. If additional terminal
constraints are imposed (for example if the terminal value of y is specified
instead of being lefl free in the brachistochrone problem) then it is apparent
that the direction of descent generally must be changed to avoid violating the

constraints.

For simplicity, consider the case of a single terminal consgtraint,
¢y (XiF) = 0, and let the terminal time be fixed. As before, let the impulse
response of the cost with respect to the control'be W[;T and the impulse
response of the constraint be W;b. If a descent step is taken in the direction
S B |
J - K Wa’

the cost will be decrcased but naturally, the constraint, (/)1 = 0, will be

of the cost gradient, without regard for the constraint, so that 6o

violated. To first order, the constraint error, 6¢>1 will be:

tF
J o d i O
op = | kI wiwar (9)
0
In qrder to correct the constraint error in the most efficient way, that is, to

reduce the error to zero in the direction of steepest descent, we should add

to the control function an increment

(10)

18



where K¢ is adjusted to give 6¢1 = 0. Using this condition,

by

59, = J (KJwgwf+K¢ijf)d7=0 (1)
0

from which:

1
K? - -(Ii"l)KJ (12)
ot}
we have used the notation:
t
F
- J @
IJ(P = f Wa Wa dr
0
(13)

t
F
$.2
I = f dr
o) (Wa)
0
Thus, with a single "free’ terminal constraint one should take

I
oa:K<wJ——J—‘7’W¢> (14)

a 1 a

b

where K determines the size of the descent step and the ratio IJ¢/ I¢¢ is
such that the constraint, ¢>’1 = 0, is not violated, to first order. (If a con-
straint error existed at the end of the previous iteration, of course, this
error would be eliminated, to first order, by taking 6¢1 # 01in Eq. (11).)

If more than one constraint is imposed, so that it is required that

q)k:O k=1....m (15)

it can be shown that the descent steps should proceed in the direction of a

linear combination of the impulse responses:

19



m
B J ¢k
ba =K|\W, + 1;; c W/ (16)

The C, are determined so that none of the constraints will be violated, to

k _
first order. Using the condition that all 6¢k = 0, it can be shpwn that

Ck = % (17)
where
I11 .112 """ Ilm
A= |1y, Lo o L (18)
Iml ......... Imm

and Ak is the same determinant as A except-that the kth column is replaced by

“Lis

- IZJ

(19)

We have used the notation

(20)

20



It is apparent that this procedure, which is essentially that given by Bryson

@)

et al. * 7, substantially increases the computation load, and can be expected
to have an adverse effect on the convergence of the iterative steepest descent

process.

Our procedure for handling terminal constraints was devised to utilize
the high iteration rate of the differential analyzer in determining, by direct
computation, the steepest descent direction shown in Eq. (16), orthogonal

to the impulse responses of the terminal gonstraints.

For simplicity, consider first the case of a single terminal constraint which

is not used as a stopping condition. Assume that the impulse response of the
¢
a
Now consider the response of the cost to an incremental control function of

constraint has been measured as described earlier, so that W is known.

time which is composed of a linear combination of a unit impulse and the con-

straint impulse response function:
sa =K5 . +DW? @) . 21)
ai o

The multiplier, D, is to be chosen so that the constraint is satisfied, and D
therefore is a function of the location of the impulse, ti' Denoting the response

of the cost to da with a superscript ¢, then, to first order:

i t
¢ F J F J ¢
6J" = I Wa da dT = J' Wa (K(‘Bai + DWa) dr (22)
0 0

Using the properties of the unit impulse:

657 = KW (t,) + D) T (23)

Jé

Since D is to be adjusted, at each ti’ so that 6¢ = 0,

21



tF tF
5¢=I w‘f’aadT:j w®®s . +DWHar-o 24)
a Q ai a B '
0 0

and therefore:
_ ¢
KWa (t.)

1
Too

D(t,) = (25)
Using this value for D(ti)’ the response of the cost to the augmented impulse

becomes:

Tso

I
¢ J Job o, ¢
0J" = -t
J K(Wa (.ti) Woz (ti) (26)
Comparing this expression with Eq. (14), we see that the response to the
augmented impulse is in the direction of steepest descent, orthogonal to the

constraint influence function.

When there are several terminal constraints to be satisfied simultaneously,

it can be shown by a process similar to the preceeding that

m
519 - K(W(;I t)+ & C, wc‘fk (ti)) @)
K= 1

¢

which agrees with Eq. (16). 0J" is the response to the augmented impulsive

control perturbation:

m ok
éa:Kéai+ ; D W (28)

The Dk(ti) are determined by the requirement that 6¢k =0,k=1... m.

22




We modified our control program so that the response 6J¢ could be

computed as follows:

ok
a
using the procedure shown in the block diagram, Fig. 4. The functions

The constraint gradients, W ' were first computed all simultaneously,
Wg’k(t) then were set on diode function generators and a simple iterative auto-
matic parameter adjustment scheme was used to set the parameters, Dk’ S0
that all 6¢>k were zero, at each ti.

There are a number of iterative parameter adjustment procedures which

(4)
AR

can be used to set the D Since the W(;;bk represent steepest descent

directions for the 6¢k, if the 6¢>k and the adjustment steps of the D, are small

k
enough, -either a simultaneous or a sequential parameter adjustment procedure

should converge. We therefore chose the simplest simultaneous adjustment
scheme, represented by the block diagram shown in Fig. 12. For a single
constraint, the circuit gain can be adjusted so that any small error, 6¢,

is removed to a good approximation in a single step. When there are several
constraints which interact, more iterations are required at each ti but con-
vergence should be obtained since the errors are reduced in the direction of
steepest descent. Also note that, (assuming the constraints to be linearly
independent) an orthogonalization procedure could be used to minimize
interaction. For the example presented here, it was found that the con-
straint errors were eliminated to a good approximation in four iterations.
The control scheme therefore was modified to provide four adjustments

of the D, at each ti before 6J¢

k 1
The four bit shift register was used to count the iterations; the plotter signal

was plotted and the impulse shifted to ti+

and the signal to increment Eti in Fig. 6 were taken from the fourth register
stage. This procedure, of course, increased the actual computing time by
a factor of four, but it still was negligible in comparison with other times

required for example adjusting the hand-set function generators.

23
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EXAMPLE 2: SATELLITE LAUNCH TRAJECTORY OPTIMIZATION

As an example of the use of impulse response for trajectory optimiza-

tion with terminal constraints, we consider a satellite launch problem:

Determine the best program of thrust angle to the horizontal to launch’
a satellite into a circular orbit at prescribed altitude using minimum fuel

(see Fig. 13),

y
Ye - - - o »VF'(UC,
5
4
alt)
Vi $o=Ur “Uc =0
"_ b =Vg =0
mg
$o=Ye-Yc=0

Figure 13. Satellite Launch Optimization Problem.

An analytical solution of this general problem is not known, but under the

assumptions of a flat earth with constant gravity, negligible atmospheric

25



forces and thrust magnitude proportional to a constant fuel flow rate it is

known that, for the optimal program, the tangent of the thrust angle varies
linearly with time(s). Since we wished to have at least a partial analytical
check of our results, the above assumptions were included in our problem.
With the notation shown in Fig. 13, the control function, « (t), is the angle

of the thrust to the horizontal, minimum fuel corresponds to minimum time:

Tt (29)

(7)O—uF—uc:O
by =V =0 (30)
¢2:yF—yc=0

We selected constants for the problem such that u, is the circular velocity
at the orbit altitude, Voo which was 1/20 of the orbit radius. Initial lift-off
acceleration was set at 1.2g and maximum burning time (mass approaching
zero) was 420 seconds. We selected q)O as a stopping condition, and there-

fare had two "free' terminal constraints, ¢>1 and ¢2, to be satisfied.

Because of the rather low initial acceleration, it is apparent that the
rocket must be launched nearly vertically. We therefore chose the thrust
angle program shown in Fig. 14 for the first nominal control program; the
resulting trajectory is shown in Fig. 15. The control program slope and
breakpoint were adjusted by hand until the terminal constraints were satisfied.
The impulse responses of the two terminal constraints, ¢>1 and ¢2 then were
measured, simultaneously, using the procedure shown in the block diagram,
Fig. 4. These are shown in Figs. 16a and 16b along with the approximations

of them which were set on diode function generators for use in the next pro-

gram step.

26



m/2

alt)

=X

Figure 14. Initial Control Program.

COST - .4495

Figure 15.

X —

Initial Trajectory, Satellite Launch.

27



Dotted curve set on

W"b| function generator
a
P
—
O //’ T — t
e — F
Figure 16a. Impulse Response of Terminal Vertical
Velocity Component.
F‘ =
\ Dotted curve set on
\\ function generator
$2
W
a

Figure 16b. Impulse Response of Terminal Altitude.

28



With Wfl and.Wg)z' known, the response of the cost to the control
ba = Kéai + D1 W;bl + D2 W;pz was measured, and is shown in Fig. 17.

The multipliers D‘1 and D2 were adjusted autnmatically at each ti by means

-of two loops of the type shown in Fig. 12. Four iterations to adjust D1 and

D2 were performed af epch ti’ bcfore 6J¢ was plotted for that ti and the

irhpulse advanced to t, ..
i+l

With 6J ¢ known, we next set an approximation of it on a hand set diode

¢

function generator and added K6J" to @. The automatic constraint satisfaction
¢ircuitry was left in operation while the constant of proportionality was ad-

justed, so that the constants D, and D, were changed automatjcally during

the adjustment of K. The cons}cant, K? was adjusted by hand until no further
decrease of the cost conld be noticed and 61 was recorded, as shown in

Fig. 18a. Note that by leaving the constraint satisfaction circpitry in opera-
tion, the descent direction is altered automatically to account for the finite
size step. Thus no constraint error exists at the beginning of the next step.

The new nominal control program, a‘l, was set on a diode function generator,
¢l

a

small amount) and the procedure was repeated a second time. The second 6J¢

the gradients W and sz were computed again (they had changed only a

is shown in Fig. 18b.

DISCUSSION

The control program resulting from only three descent steps is shown in
Fig. 19a along with a program that has the same end points but for which the
tangent varies linearly with time, a known characteristic of the optimal pro-
gram. It is apparent that we had not quite reached the optimal program, a

fact confirmed by the remaining small gradient, shown in Fig. 19b.

The total decrease of cost achieved was quite small; 1% for the first itera-
tign, about 0. 1% for the second. Adding the small amount indicated by the re-

maining gradient shown in Fig. 19b made a barely measurable change in total cost,
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The computation time required to determine a complete set of gradients
wag only a few seconds. Most of our time was used in adjusting the hand-set
f\_mction generators and operating the plotter. If a fast hybrid computer with
automatic digital function storage and generation equipment had been avaii—
able, the descent to an acceptable minimum cost could have been ac-
complished in less than a minute, even with several terminal constraints

to be satisfied.

As an indication of the sensitivity of the method, note in Fig. 19 that
quite small irregularities in the nominal control program were detected and
would be reduced in the following iteration. The fact that they were not elim-

inated is due to our inaccuracy in setting the hand-set function generators.

We feel that this method has several significant advantages over the more
common method using adjoint equations. It is very simple and easy to under -
stand. The mathematical techniques involved are elementary and the infor-

mation available to the analyst can be interpreted readily.

A considerable advantage is that it is not necessary to linearize the
equations of motion, which may be difficult when arbitrary non-analytical

functions are involved, the usual case.

Impulse response of any number of terminal quantities can be computed,

all simultaneously.

By using the automatic parameter adjustment method of satisfying ter-
minal constraints, the descent direction is continually altered to account for
finite-sized descent steps. Sizable descent steps can be taken and an acceptable
minimum cost achieved in only a few steps. It is not difficult to check the
second variation to assure that the cost is near at least a local minimum.
Presumably, this would also detect the presence of sharp ridges and other

types of discontinuities, although we have not demonstrated this.
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A probable disadvantage, which we have not investigated, is that scaling
of the non-linear equations of motion cannot be expected to be as favorable as
is that of the equations adjoint to the linearized equations of motion. Although
it is not obvious that this means that the impulse response will not be as
accurate as the gradient determined by the adjoint method, this point requires

further investigation.

AN ALTERNATIVE METHOD OF COMPUTING IMPULSE RESPONSE

When several terminal constraints are imposed, the magpitude of the cost
impulse response may be quite small and difficult to compute accurately. The
following scheme, which we have not yet demonstrated, was devised to per-
mit improved computation scaling and hence more precise determination of

the gradient.

Instead of introducing the impulsive perturbation of the apntrol directly
into the differential equations of motion, we propose to introduce the equiva-
lent step changes of the state variables which would result from the control

perturbation.
The equations of motion, using the control function a =@ + 6a, are:

xi:fi(xl,xz,....xn,a +0a, t) (31)

For a small control pertyrbation, 6a, we assume that the equations can be

linearized in a@. Then, to first order:

t
Xi(t) =Xt s fi(xl,xz. .. .xn,oz,'r)d'r
0

(32)
t

afi
— 0
+ g Ta a dr
0

34



Far an impulsive d6a,

da = Kb(r - t.) 33)
, afi
xi(t) = xi(t) + K r L u(t - ti) (34)
i
where
t
’x_i(t) =X+ f fi(xl’XZ""xn’a’T)dT (35)
0

and u(t - ti) is a unit step occurring att = ti'

The effect of an impulsive control perturbation is syntheagized by making
the step changes of state variables indicated by Eq. (34). By using this al-
ternative method, it should be possible to compute the effect of quite sizable
control perturbations without encountering problems due to non-linearity

with respect to the control function.

CONCLUSIONS

On the basis of our limited experience, we believe that direct computa-
tion of impulse response shows great promise as a simple, fast, and accurate
method of trajectory optimization. Imposition of several terminal constraints
reduced the cost impulse response significantly and increased required computing
time but did not cause other computation difficulties in the cases we have
investigated. Rapid convergence to a practically minimum ¢ost has been ob-

tained in all cases investigated so far.

An alternative direct method of computing impulse respanse is proposed.
This method should permit better computation scaling and more accurate

cqmputation of the gradient.
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